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	1
	Switch should have wire-speed, non-blocking and distributed forwarding on all the ports.
	
	
	
	
	
	

	2
	Switch should have minimum of 4/8/12 port of PoE+ (As per the bidder wireless design)
	
	
	Switch should have minimum of 24 port of PoE+ (As per the bidder wireless design)
	
	
	24 Port switch is already there as access 
Type-2. This is we are asking only if there are lesser no. of access points nearby

	3
	Should have 2 x 1G SFP ports for uplinks available from day one.
	
	Such devices are usually semi-managed devices
	Switch should support 4x 1/10G SFP+ ports and specify media type
	
	
	That will be a part of Inspection. We will ask for model as well.

	4
	Should support non-blocking switching fabric capacity. This will depend on the number of ports of the switch.
	
	
	Should support min 8 units in rack
	
	
	Not relevant point with this

	5
	Should support maximum forwarding rate depending upon the number of ports of the switch.
	
	
	
	
	
	

	6
	Should support Q-in-Q VLAN tagging or equivalent feature.
	
	
	
	
	
	

	7
	Should support IGMP Snooping (v1/v2/v3) from day one
	
	
	
	
	
	

	8
	Should support PVST / PVST+ or equivalent spanning tree protocol
	
	
	
	
	
	

	9
	Should support Unidirectional Link Detection Protocol (UDLD) or equivalent protocol to allow unidirectional links failure detection
	
	
	
	
	
	

	10
	Should supportaccordigly minimum ports or more of Bandwidth aggregation through EtherChannel or equivalent protocol enhances fault tolerance and offers higher-speed aggregated bandwidth
	
	
	
	
	
	

	11
	Should support VTP or equivalent protocol for dynamic VLAN registration
	
	
	
	
	
	

	12
	Should support min 8K MAC addresses and min 1000 active VLANs.
	
	
	
	
	
	

	13
	Support management using CLI, GUI, using Web interface. Additionally, management can also be done using NMS.
	
	
	
	
	
	

	14
	Hardware and Software of the switch should be common criteria EAL / NDPP certified.
	
	
	
	
	
	

	15
	Should support MPLS and ISIS
	MPLS & ISIS is required by ISP
	MPLS & ISIS is required by ISP
	Delete

Remove
	MPLS & ISIS is required by ISP
	MPLS & ISIS is required by ISP
	GNDEC will remove this

	16
	Should be quoted with 3 years direct OEM TAC support and next business day hardware shipment.
	
	
	
	
	
	


