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	1
	Switch should have wire-speed, non-blocking and distributed forwarding on all the ports.
	
	
	
	
	
	

	2
	Switch should have minimum of 24x 10/100/1000 RJ45 Ethernet ports plus 2x 10G SFP+ based ports for uplinks and support redundant external / internal power supply.
	
	
	Type and qty. of 10G media required
	
	
	Single mode 
Qty. of 1G or 10G as per proposed design

	3
	Should support stacking up to 6 units or more in a single stack managed by a single IP address and necessary stacking ports should be available from day one.
	
	
	
	
	
	

	4
	Should support minimum 88 Gbps or more switch fabric capacity.
	
	
	
	
	
	

	5
	Should support minimum forwarding rate 65 Mpps or more
	
	
	
	
	
	

	6
	Should Support for IPv4 and IPv6 from day one.
	
	
	
	
	
	

	7
	Should support Q-in-Q VLAN tagging or equivalent feature.
	
	
	
	
	
	

	8
	Should have Static Routing, ECMP, IGMP Snooping (v1/v2/v3) from day 1
	
	
	Add RIP protocol from day 1
	
	
	We will see.

This is an addition

	9
	Should support PVST / PVST+ or equivalent spanning tree protocol
	
	
	
	
	
	

	10
	Should support Hot Standby Router Protocol (HSRP) or equivalent protocol to create redundant topologies.
	HSRP is required at core level
	HSRP is required at core level
	
	
	
	

	11
	Should support Unidirectional Link Detection Protocol (UDLD) or equivalent protocol to allow unidirectional links failure detection
	
	
	
	
	
	

	12
	Should support minimum 8 ports or more of Bandwidth aggregation through Ether Channel or equivalent protocol enhances fault tolerance and offers higher-speed aggregated bandwidth
	
	
	
	
	
	

	13
	Should support VTP or equivalent protocol for dynamic VLAN registration
	
	
	
	
	
	

	14
	Should support min 12K MAC addresses and min 2000 active VLANs.
	
	
	
	
	
	

	15
	Support management using CLI, GUI, using Web interface. Additionally, management can also be done using NMS.
	
	
	
	
	
	

	16
	Hardware and Software of the switch should be common criteria EAL / NDPP certified.
	
	
	
	
	
	

	17
	Should support MPLS and ISIS
	MPLS and ISIS is required at ISP level
	MPLS and ISIS is required at ISP level
	Add OSPF and BGP into it also

MPLS and ISIS is required at ISP level

?????
	MPLS and ISIS is required at ISP level
	MPLS and ISIS is required at ISP level
	GNDEC will remove MPLS and ISIS.

	18
	Should be quoted with 3 years direct OEM TAC support and Next Business day hardware shipment.
	
	
	
	
	
	

	 
	 
	
	
	Request to add open flow protocol for future SDN
	
	
	We will see.
This is an addition


